With SMALL DEFENDER REFLECTOR
HELLION 315W SE-CMH LIGHTING KIT

HELLION 315W SE-CMH LAMP




Technical Specifications:
HELLION CMH DIGITAL BALLAST 315W

OPERATING PARAMETERS

120V/3.0A

Current at 315W 240V/1.5A

Output wattage

Output frequency 150KHz

Efficiency >92% @ 240V input
Ignition voltage
Ambient operating temp -30°C to 50°C

Max case temperature

Standard IEC 61347
EMC EN55015 C € B@US
LISTED
INPUT PARAMETERS PHYSICAL CHARACTERISTICS
Input voltage 120V/240V Weight 3.2kg
Input frequency 50/60Hz DINEGELAEY 285 x 113 x 68mm
LAMP REQUIREMENTS PROTECTION
Type CMH 315W Short circuit v
Lamp voltage 110 +/- 20V Open circuit v
Max lamp distance 4.0m (13ft) Ignition failure v
PERFORMANCE U] ’
<5% EOL v
>0.998 Soft start v
<300V Hot re-strike v
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Specification Sheet
E40 SE CMH 315W 4200K Lamp

154mm ‘

Overall length: 198mm
Glass jacket 154mm
Glass diameter:  46mm
Weight: 1259

Manufacturer:
Product #
Product name:
Description:

Hygro International Pty Ltd.
SECMH31542

E40 SE CMH 315W 4200K Lamp
Horticultural Ceramic Metal Halide Lamp
providing high PAR output

Socket:

Socket pulse rating:
Fixture rating
Burning position:
Bulb designation:
Base designation:

To be installed into E40 mogul socket
>5kva

Open/closed

Universal

T46

E40

Electrical Specifications

Operating voltage:
Operating current
Operating wattage:

315w

Lumen Maintenance Material

100%
0%
0%

\’\/—\/\’\

B000H

Arc tube:

Frame:

Glass jacket
Mercury Content

Luminous flux:
Lumen/watt:

CRI:

PPF.

Color temperature:
Rated average ife:

High grade Japanese ceramic
Nickle plated

Clear borosilicate

24mg

Output Specifications

32,700 lumens
1038

95 Ra8

57804 mol per mls
4300k

12,000 hours
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Spectrophotocolorimeter Test Report Page 1 of 1

Light Source Test Report

200 1.0 = 728mW/nm

CIE1931 EVERFI!
) x = 0.3801 y = 0.3798
A Tc = 4033K

380.400.0

CIE Color Parameters:

Chromaticity Coordinate:x=0.3801 y=0.3798/u=0.2237 v=0.3352
CCT:Tc= 4033K Prcp WaveL: d=578.1nm Purity=28.0%

Peak WaveL: p=595nm Half Width: p%137.3nm Ratio:R=19.6% G=75.5% B
Average Wave: 589nm

4.9%

Rendering Index:Ra=94.8
Rl =96 R2 =99 R3 =97 R4 =96 R5 =97 R6 =99 R7 =93 RS =82
R9 =56  R10=98  R11=98  R12=99 R13=97 R14=98  R15=90

Photo Parameters:
Flux:d=32699 (lm) Luminous efficacy: 103.84(1lm/W) Luminous Power:P=144.8 (W)

Electrical Parameters:
U=96.00V I=3.443A P=314.8W PF=0.952

Tnstrune
Scan Ran . Onm Ip = 32109
REF = 66 TMP(PMT) = 21.2degrees centigrade
PAR:578
Product Type:MH315-4K T46 E40 Manufacturer:Precision Products
Instrument:PMS-50 System Test Department:Precision Products
Temperature:0.0deg Humidity:65.0%

Test Operator:YXC Test Date:2018-03-03



OPTIMAL LRYOUT

AREA: 0.96m”
HANGING HEIGHT RANGE: 45-75¢m

ALTERNATIVE LAYOUTS

ARER: 1’

HANGING HEIGHT
RANGE: 45-75¢cm

ARER: 4m®
HANGING HEIGHT RANGE: 45-75¢m

RECOMMENDED
LIGHTING LAYoUTS

AREN: 1.44m*

HANGING HEIGHT
RANGE: 45-75cm

578um (4K Lamp)

ARER: 2.88m°
HANGING HEIGHT
RANGE: 45-75¢m




