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Vysoka ucinnost 2,78 Vysoky PPF vykon s vysokou Vysoce kvalitni Lucius
umol/s/J Intenzitou 2334,64 pmol/s LED ovladace

Jedna z nejlepsich Vyvazene plné spektrum Pripraveno pro
LED znacek pouziti s ridici jednotkou
Vymenitelne 100W PIne stmivatelné Uzivatelsky snadna
magneticke svetelne montaz Plug and Play

segmenty



Pripraveno pro pouziti
s ridici jednotkou Diody Magneticke,
s konektorem RJ 45 Ovladac stmivani Samsung a Osram snadno vymenitelne

25% 50% 75% 100% EXT

Lucius LED 8 je sestaven s pouzitim vysoce kvalitnich ovladacu Lucius a Samsung diod, které generuiji
plné svételné spektrum idealni pro faze ristu a kvétu.

Pro rizné odrudy rostlin a obdobi pripravy sazenic a vegetacniho rustu lze svétlo Lucius ztlumit, aniz
by doslo ke ztraté ucinnosti. Konfigurace LED s vysokou ucinnosti a nizkou spotrebou se sesti LED
panely snizuje teplotu LED diod, cimz se zvysuje vykon a usnadnuje udrzba svétla.



SPECIFICATIONS
Product Name Lucius 8
Spectrum Full Spectrum
Light Output PPF 2334.64 pmol/s
Efficacy 2.78 umollJ@277AC
AC Input Power 840W
Light Distribution 120°
Thermal Management Passive
Max Ambient Temperature 86°F/30°C
Dimming 10 V-Source
Total Harmonic Distortion(THD) |<10%
Lifetime L30:>50,000hrs
Dimensions(L*W*H) 1087*1093*49mm
Warranty 5 Years Standard Warranty

NOMINAL ELECTRICAL AC INPUT*

AC PLUG TYPE DC EXT.CORD |MOUNTING HARDWARE |PACKAGING
NSP NEMA 5-15P |00 None W Waterfall Mounts S Single Pack
NGP NEMA 6-15FP |03 3 ft(91m) S Solid-Decking Mounts |B15 Bulk Pack{15 QTY)

L7P NEMA L7-15P |06 6 ft(1.83m)

M 2-Point Hanging Lances

PTP Pigtails

IA Adjustable Hanging Kit

*Please contact sales for more mounting options
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AC VOLTAGE |120V 208V 230V 277V
AC Current 7.25A 4.12A 2.T2A 3.07A
AC Power 870W 857TW B855W 840W
Power Factor |0.997 0.991 0.99 0.98
*At77°F (25'C) ambient temperature
DIMENSIONS
Part Length Width Height Weight
‘ 42.8" 43.03" 1.83" 30.2 Ibs
Lucius 8 LED
1087mm [1093mm [(49mm 13.7kg
. . 9.92" 3.53" 1.75" 11.68 lbs
Lucius driver
252mm  |89.5mm |44 .5mm |5.3kg
42.8" (1087mm)

2.91" (74.9mm)

882" (252 mm)
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AFT AT
263 586 116 470 917 370
1407 1667 970 980 1308 765
1932 1947 1780 1450 1255 1294
1885 1880 1779 1557 1560 1490
481 1238 1491 1509 1503 1423 1298 250 241 [4FT 697 1130 1410 1522 1516 1420 1231 869 495 [4FT
2022 1983 1861 1569 1563 1464
1992 1897 1656 1451 1555 1250
1496 1790 945 1012 1350 744
403 1237 122 425 1017 209
Prumer PPFD = 1304,5 Prumer PPFD = 1130,8
Vyska 6"/ 15 cm Vyska 12"/ 30 cm
al 4T aFT
490 800 349 460 695 353 395 595 349
785 1044 615 650 842 540 556 679 477
1096 1206 963 836 934 768 690 75 640
1259 1275 1204 986 994 941 793 806 761
655 930 1153 1274 1295 1220 1052 783 525 [4FT | 570 780 898 1000 1031 967 839 666 492 |4FT |525 639 742 810 823 780 692 566 448
1281 1292 1208 1001 1019 958 799 815 774
1008 1234 992 851 958 795 675 773 663
738 1060 638 608 831 553 528 674 475
424 800 323 410 687 335 367 558 310

Primeér PPFD = 941,2

Vyska 18"/ 45,7 cm

Pramer PPFD = 765,4
Vyska 24"/ 61 cm

Primeér PPFD = 634,3
Vyska 30"/ 76 cm

4FT




